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S7

DETAIL 4: TYPICAL CROSS SECTION (SURFACING)

EXISTING

FOOTPATH

FOOTPATH

WIDENING

CARRIAGEWAY

1.95m 1.05m

F.G.L

1. All dimensions are in millimeters unless otherwise stated.

2. Existing drainage to be relocated to suit new kerb line at locations of widening of the existing footway.

3. New traffic signs to be positioned 450mm (min.) laterally from the kerb face, unless stated otherwise.

4. New road markings and traffic signs to be in accordance with the Traffic Signs Regulations and General Directions

    (TSRGD).

5. Refer to drawing Pc0326_04 for traffic sign schedule and sign face details.

KEY:

NEW FOOTWAY WIDENING.

CONSTRUCTION TO MATCH EXISTING

SURFACING. SEE SURREY C.C STANDARD

DETAIL 1000/126.

EXISTING CARRIAGEWAY TO BE PLANED

OUT BY 30mm AND RESURFACED.

INSET C  (NTS)

EXISTING TACTILES TO BE REMOVED

AND AREA SURFACED TO MATCH

SURROUNDING AREA.

EXISTING BOLLARDS TO BE RETAINED.

EXISTING FOOTWAY SURFACING COURSE

TO BE PLANED OUT AND RE-SURFACED

WITH 20mm DEEP DBM AND TIED INTO NEW

FOOTWAY CONSTRUCTION. SEE SURREY

C.C STANDARD DETAIL 1000/126.

P
age 39

IT
E

M
 11



T
his page is intentionally left blank


	11 HIGHWAYS UPDATE
	Item 11 Annex E - Waterloo Road


